ﬁ STRAP AND WRAP PACKAGING SYSTEMS

Manual Tensioners For Steel Strapping

Strap and Wrap Packaging

systems offer a full range of

manual hand tools for steel
strapping. From low budget F 13-19 0.40-0.63 | STD-HT | WAXED 18 2
models for low volume users to
heavy duty models for both
standard and heat treated TH 19 -32 0.48 - 0.80 HT WAXED 25 3.2

strap in all sizes.

T 13-19 0.40-0.63 STD —HT | WAXED 18 2.3

FEED WHEEL TENSIONERS — FOH
FLAT PACKS

MIP 1610 13-19 0.40-0.58 STD WAXED 18 1.8

MIP 1620 16 -32 0.40-0.80 STD -HT | WAXED 23 3.2

PUSHER TENSIONER - FOR
ROUND PACKS

BKS 0.63-0.80 5.4

WINDLASS TENSIONER - FOR
HIGH TENSION APPLICATIONS

* STD — STANDARD GRADE STEEL
*HT — HEAT TREATED HIGH TENSILE STEEL



ﬁ STRAP AND WRAP PACKAGING SYSTEMS

FRONT SEAL ACTION — FOR
REGULAR DUTY APPLICATIONS

COMMON SEAL JOINT TYPES

E Down notch joint
————

PACKAGE SURFACE

Reverse notch joint

SIDE SEAL ACTION — FOR HEAVY|

DUTY APPLICATIONS

Manual Sealers For Steel Strapping

SEALERS FOR STANDARD AND LIGHT DUTY HEAT TREATED S TRAP

S 13-19 0.40-0.58 STD — HT | SNAP ON DIN 15
SH 13-19 0.40 - 0.58 STD — HT | SNAP ON D/N 15
SE 13-19 0.40-0.58 STD — HT | SNAP ON DIN 15

HEAVY DUTY SEALERS FOR HEAT TREATED STRAP

MIP 3100 19-32 0.58 —0.80 HT PUSHER DIN 3.2

RCD 19-32 0.58 -0.80 HT PUSHER DIN 3.2

*STD — STANDARD GRADE STEEL
*HT — HEAT TREATED
* D/N — DOUBLE NOTCH



